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RICOH Unified Communication System



Anytime, anywhere. By anyone, with anyone.
Simplified, connected visual communication

Whether you’re in a large conference hall, a meeting room, at your desk or on the road, the RICOH Unified

Communication System (UCS) is simply the best tool for linking people and visual information at various

locations into one unified team. Using the UCS Compact unit, which is easy to use and easy to set-up, you

can expand the concept of visual communication. We call it “All-in-One” business.

Works in places without monitors or projectors.

No need for technical skill. No complicated operations.

Built in battery: no need for external power.

You can take it anywhere and works well in tight spaces (internet connection is required).

Connect with wireless LAN.



Introducing the all-in-one compact unit

Lightweight, compact design. Portable
power and simplicity

The lightweight, 1.3 kg compact UCS unit is battery
operated and about the size of a small laptop
computer. It features a display, a camera, and a
microphone and uses wired or wireless LAN. It can
be kept on a desk or easily carried around to
wherever you need it. No connectors, cables or other
equipment are required. No complex settings or
operations. After powering on, simply select the
target you wish to connect with and visual
communication begins in three easy steps.

Ultra-wide lens and smooth video

Everyone gets in the picture – the UCS is equipped
with a super wide-angle camera that can capture a
170° field of view, even when space is limited. What’s
more, the camera’s direction can be reversed for
situations when the location or background is
important. With a codec standard video of H.264/
SVC, the resolutions and frame rates are
automatically controlled according to the load status
of the network, suppressing interruptions and image
distortions. Furthermore, four-point simultaneous
displays are possible without a multipoint connection
unit (MCU) for up to 20 simultaneous connection
points.

Integrated and portable

Its 10.1-inch LCD display requires no external power
source, allowing for visual communication in places
where there is little or no power. In addition to wired
LAN, the Compact unit is also compatible with
standard wireless LAN. In fact, wherever there’s a
wireless internet connection available, that space
becomes your workspace. Enjoy the freedom of
cordless visual communication. The compact unit
has a built-in battery, so it works in locations without
power sources.

PC sharing and safety

Share and share alike. You can share your
computer’s screen with a distant colleague or client,
simply by connecting the Compact unit with a USB
cable. Keep your data safe and secure. Because
UCS relies on a cloud system, data is not stored on
your device, eliminating the chance for information to
leak from mobile devices even when used in different
locations, misplaced or stolen. In addition, audio and
video communication is encrypted. Only calls from
registered IDs in the address book (at the start of the
conference connection) are received.



P1000
MAIN SPECIFICATIONS

GENERAL

Warm-up time: 60 seconds
Dimensions (W x D x H): 280 x 215 x 29 mm
Weight: 1.3 kg
Power source: 100 - 240 V, 50/60 Hz

ECOLOGY

Power consumption: Maximum: 30 W
Operating temperature: 10°C - 35°C
Operating humidity: 15% - 80%
Altitude limitation: Lower than 3,048 m (sea level)
Storage conditions: Temperature: 0 - 43°C

Humidity: Less than 90%
Noise level: 40 dB

ACCESSORIES

AC adapter/AC plug, USB cable, Carry bag, Accessory case, Rechargeable
battery, Operating manuals

UNIFIED COMMUNICATION SYSTEM

Image coding system: H.264/SVC
Audio coding system: SPEEX Wideband, ITU-T G.711, ITU-T

G.722
Communication: Protocol: Unique procedure

Transmission speed: 0.5 - 2 Mbps
USB port A terminal: For microphone speaker, USB camera

(operation verified devices)
USB port B terminal: For computer screen sharing
Wired LAN: 10BASE-T, 100BASE-TX, 1000BASE-

T
Wireless LAN: IEEE802.11g, IEEE802.11b,

IEEE802.11n
Authentication system (wireless
LAN):

Open system authentication, Shared
key authentication, WPA-PSK, WPA2-
PSK, WPA-EAP, WPA2-EAP

Encryption system (wireless LAN): WEP: 128bit/64bit, TKIP: WPA-PSK/
WPA2-PSK/WPA-EAP/WPA2-EAP,
AES: WPA-PSK/WPA2-PSK/WPA-
EAP/WPA2-EAP

Image output: XGA (1,024x768), WXGA (1,280x800)
Image output terminal: RGB(D-sub15Pin)
Sound terminal: Headphone, Microphone
Power supply terminal: For connecting the AC adapter
Multipoint connection: 20
Simultaneous display: 4
Built-in camera: Sensor: More than 1M pixels

Angle: Horizontal 170°/Vertical 70° (2
steps, vertical rotating)

Display: Size: 10.1' LCD
Resolution: WSVGA: 1,024x600

Battery: Duration time: 2 hours
Compatible computer screen
resolution (Windows):

SVGA (800x600), XGA (1,024x768),
WXGA (1,280x800)

OS (32-bit): Windows® XP (Home Edition,
Professional SP3), Windows® Vista
(Home Basic, Home Premium,
Business, Enterprise, Ultimate SP2),
Windows® 7 (Home Premium,
Professional, Enterprise, Ultimate SP1),
Windows® 8 (Core, Pro, Enterprise)

OS (64-bit): Windows® Vista (Home Basic, Home
Premium, Business, Enterprise,
Ultimate SP2), Windows® 7 (Home
Premium, Professional, Enterprise,
Ultimate SP1), Windows® 8 (Core, Pro,
Enterprise)

CPU: Pentium M 1.2 GHz or faster
Memory: 512 MB or more
Hard disk: Program area 100 MB or more
Compatible computer screen
resolution (Mac):

800x600 - 1,440x900

OS (Mac): OS X 10.7, OS X 10.8
Supported languages: Japanese, English, German, French,

Italian, Spanish, Dutch, Swedish,
Russian, Brazilian Portuguese,
Traditional Chinese, Simplified Chinese

ISO9001 certified, ISO14001
certified, ISO27001 certified
All brand and/or product
names are trademarks of their
respective owners.
Specifications and external
appearance are subject to
change without notice. The
colour of the actual product
may vary from the colour
shown in the brochure. The
images in this brochure are not
real photographs and slight
differences in detail might
appear.
Copyright © 2013 Ricoh
Europe PLC. All rights
reserved. This brochure, its
contents and/or layout may not
be modified and/or adapted,
copied in part or in whole and/
or incorporated into other
works without the prior written
permission of Ricoh Europe
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